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Electric Tensioning Pumps

OIL FLOW & CURRENT VS PRESSURE

Pressure 
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Two speed

Motor 
Electrical 

Specification

Motor
Size

(kW)

Sound 
Level

(dBA) (kg)

Output 
Flow Rate 

at 1500 bar

(l/min)

Current (Ampère at 115 V) 

Current (Ampère at 230 V)

Oil Flow

Pressure (bar)  ▶

①	Release Valve

②	Sight Glass

③	Out Port 1/4" BSPM and  
BR-150 female coupler

④	User Adjustable Relief Valve

⑤	Breather
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1)  All models meet CE safety requirements and all TÜV requirements.
2)  European plug and CE EMC directive compliant.   
3)  With NEMA 6-15 plug.

115 VAC, 1-ph
230 VAC, 1-ph 2)

230 VAC, 1-ph 3)

1500 bar HIGH PRESSURE PUMP

Reservoir Capacity:

4,0 litres
Flow at Rated Pressure:

0,13 l/min
Motor Size:

1,25 kW
Maximum Operating Pressure:

1500 bar

ZUTP 
Series

Model
Number

Hose
End 1

Length

(m)

Hose
End 2

1/4" BSPM 
120º Cone

1500 bar HOSES

* Includes dust caps.

1/4" BSPM 
120º Cone

1/4" BSPM 
120º Cone

1/4" BSPM 
120º Cone

Description Complete
Set

Male
Half

Female
Half

1500 bar COUPLERS

* Includes dust caps.

Quick Disconnect  
Coupler*

Quick Disconnect Coupler 
and Adaptor Kit*

Quick Disconnect  
Blanking Coupler Set*




